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FEATURES

• Detailed, warm and distortion-free sound
• Inconspicuous thanks to small size and two color  

variations 
• Easy to position and comfortable to wear 
• Microphone capsule protected from moisture thanks to                                                                                      

patented umbrella diaphragm
• Wide range of accessories

DELIVERY INCLUDES

• 1 x MKE Essential Omni
• 1 x Foam windscreen
• 1 x MZQ 02 Microphone clamp
• Quick guide
• Safety guide

Very small, professional omni-directional lavalier micro-
phone for miking speech and vocals. The KE 4 conden-
ser capsule is protected from moisture by means of an 
umbrella diaphragm. It delivers a high-resolution, warm 
and distortion-free sound, making the MKE Essential Omni 
particularly suitable for use in live theater productions.

With its small size, the MKE Essential Omni is incons-
picuous and very lightweight (16g). It can be positioned 
securely and to suit the individual with the rotatable clip 
supplied. What is more, additional accessories are availa-
ble for meeting specific requirements. The MKE Essential 
Omni is available in black and beige. 

SPECIFICATIONS 

Pick-up pattern omni-directional

Frequency range 20 - 20,000 Hz

Sensivity in free field, no load 
(1 kHz)

5 mV, Pa ± 3.5 dB

Nominal impedance 1 kΩ

Min. terminating impedance 4.7 kΩ

Equivalent noise level:
A weighted (DIN IEC 651)
CCIR weighted (CCIR 468-1)

28 dB
41 dB

Max. sound pressure level 140 dB

Plug 3.5 mm jack or 3-pin

Cable length 1.6 m

Diameter of microphone capsule 4.8 mm

Weight 16 g

PRODUCT VARIANTS

MKE Essential Omni Black Art. no. 508249

MKE Essential Omni Beige Art. no. 508250

MKE Essential Omni Black-3-Pin Art. no. 508251

MKE Essential Omni Beige-3-Pin Art. no. 508252


